
ANTARES

SPECIFICATIONS

Style: Tufting, 5/32

Fibre: 100% pure new wool

Pile warp & weft: Jute/Cotton

Width 4 m

Pile weight: ca.    850 g/m2

Total weight: ca. 2.150 g/m2

Pile height: ca. 4.0 mm

Total height: ca. 7,0 mm

Backing: Cotton

Flammability: Cfl-S1

Thermal insulation

rating: 0.10 sq.m K/W

Wearing class: 23 – Heavy domestic, light contract

Certificate no: 2531-CPR-CXA10190

V21112014.1



Antares: Technische Daten

 Antistatisch: ja, da natürliche Rohstoffe 

 Brennverhalten: (Cft-s1) schwer entflammbar für Objektbereich 

 Gesamtgewicht/m²: ca. 2.250 g 

 Gesamthöhe: ca. 7,0 mm 

 Herstellungsverfahren: Tufting 

 Kett- und Schussfaden: — 

 Komfortklasse: LC-2 gut 

 Mottenschutzausrüstung: nein, bei Bedarf bitte Mittel anfragen 

 Noppenzahl/m² (Faserreihen): ca. 91.000 

 Nutzschicht: 100 % unbehandelte Schurwolle 

 Poleinsatzgewicht/m²: ca. 850 g 

 Polhöhe (Nutzschicht): ca. 4,0 mm 

 Qualitätseinstufungen: 22+ / 31 

 Rückengewebe: Baumwolle 

 Standardbreite in cm 400 

 Standardrollenlänge: 25 lfm 

 Teilung: 5/32 loop 

 Trägergewebe: Jute/Baumwolle 

 Verklebung: Naturlatex 

 Verwendete Farben: lebensmittelechte Säurefarben 

 Wärmedurchlasswiderstand: 0,120 qm K/W 

 Zusatznutzen: Fußbodenheizung 
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